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Remove the water tank and system unit completely from the planter using the carrying 
handles.

The electrical cable is located on the outside of the water tank. This cable must be 
disconnected by first loosening the plug socket (a) on the corner and then pulling out the 
connection from the fixing points (b).

The system unit can now be carefully lifted out of the planter and placed on the floor. 	
Do not bend the long sensor rods that hang from the system unit!

Clean the water tank. Remove any lime scale deposits using a household vinegar solution, 
then cleanse the container using a household disinfectant. Rinse thoroughly with water.

Before replacing the unit, clean the sealing surfaces on the top and bottom of the unit (a). 
Make sure there is absolutely no debris on the sealing surfaces!

Maintenance and care
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a

Place the system unit back into the water tank (a). Caution, do not bend the sensor rods! 
The water pump must be placed in the intended fixing points, located on the base of the 
water tank (b).

Press the electrical cable and connector into the fixing points located on the outside of the 
water tank (c). The angled corners of the plug socket must point downwards; only then has 
the socket been properly inserted (d)!

With both hands pointing outwards, hold the water tank with the system unit using the 
carrying handles and place it into the planter. Caution, danger of pinching! Insert the power 
supply connector into the corresponding plug socket at the base of the planter. Do not 
connect to the power supply at this point!

Set the plant liner back into the planter. The upper edge of the plant liner must be flush 	
with the planter. If not, inspect the upper and lower seals of the system unit for any debris.

Once the unit is connected to the main power supply, the maintenance activities are 
complete and the humidifier is ready for operation once again.

Maintenance and care
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Longer periods of absence / Vacation
If the humidifier is left unattended for several weeks, stand-by mode is activated: The 
ventilator remains deactivated to ensure the plant receives sufficient water. The water 
reservoir should be filled up to the last green LED. In addition, we also recommend storing 
the unit in a shady area.	
The AirClean system must remain connected to the main power supply.

Stand-by mode in the summer
If the air cleaning function is not used for long periods (e.g. during the summer), only fill the 
water tank with 10–14 liters (2.6–3.6 gal) of water (until the second green LED lights up) and 
switch the unit to stand-by mode. The ventilator remains deactivated to ensure the plant 
receives sufficient water.

Removing the AirClean system from service entirely
If you are no longer planning to use the humidifier, please clean the unit according to the 
instructions outlined under “Maintenance” and do not refill it.	
Rinse the Lechuza AirClean granulate thoroughly and store in the plant liner (without the 
plant) for later use.

Planting
Hydroponic plants are ideal for planting. It is very important that the hydroponic pot and 	
the expanded clay on the root system (as far as possible) are removed before planting the 
plant in the AirClean system. 

Use plants with a hydroponic pot size ranging from 15–20 cm (6–8 in) in the AirClean 
system.

Cut the root ends as usual. The plant will then begin to grow fresh roots again in its new 
environment.

When choosing a plant, please note that the plant should not be taller than the air 
humidifier itself.

Here is a small selection of hydroponic plants:

– Spathiphyllum Sensation
– Sansevieria 
– Raphis Excelsa
– Aglaonema
– Yucca Elephantipes
– Zamioculcas
– Dracaena fragrans
and many other similar plants.

In general, plants in organic soil are also suitable for Lechuza AirClean granulate. For these 
types of plants it is important that the root balls are cleaned completely free of dirt. Cut the 
root ends.

Fertilizer
Fertilizer is not recommended.

Tips
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Ventilator speed II and III have been set but you still cannot hear the ventilator 
immediately?
For technical reasons, a delay was built in to ensure that the water can drain off before the 
ventilator begins operating whenever water is added, when the pump is operating or when 
there is a change in the level indicator.

The LEDs no longer illuminate?
Please check whether the power supply connector is correctly inserted in the plug socket 
at the base of the planter.

The upper and lower red LEDs on the level indicator are both illuminated?
This is an error message. The sensor rods require cleaning. 

There is leakage at the bottom of the planter?
1) �The AirClean water tank is overfilled.	
It is important to stop filling when you hear the five short signal tones. The last green LED 
will light up. If you continue to fill the unit, a longer signal tone will be heard and the upper 
red LED on the level indicator will light up.

2) �There is debris on the seals of the system unit.	
When fitting the system unit be sure that the sealing surfaces on the top and bottom 
of the system unit are clean. If a pellet becomes lodged in the system, the seals will no 
longer work properly. Water leaks during pump operation.

A large amount of water needs to be filled before the third and fourth LEDs register?
The distribution of the individual level indicators is not arranged in a linear fashion. At the 
minimum and maximum filling levels the AirClean system responds quickly to changes in 
the water level. For users the advantage here is that the entire volume can be used as a 
reservoir.

You occasionally hear dripping coming from inside the unit?
Depending on whether ventilator speed I, II or III is selected, the water pump is turned on 
for 2 minutes after 2, 4 or 6 hours, respectively. This is necessary in order to moisten the 
Lechuza AirClean granulate and to provide the plant with water.

The humidifier is loud when ventilator speed I is selected?
Please check whether only Lechuza AirClean granulate were used. This is especially 
important whenever the granulate have been replaced.

The plant liner is not flush with the planter after insertion?
There are impurities (e.g. pellets) on the sealing surfaces of the system unit. Please remove.

Troubleshooting
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Type	 LLB 40

Airflow rate	 Level I approx. 30 m3 (1,060 cu ft)	
	 Level II approx. 40 m3 (1,413 cu ft)	
	 Level II approx. 80 m3 (2,825 cu ft)

Humidification	 Level I approx. 3 l (0.8 gal) / day (at 77 °F, 30 % relative humidity)	
	 Level II approx. 4 l (1 gal) / day (at 77 °F, 30 % relative humidity)	
	 Level III approx. 7 l (2 gal) / day (at 77 °F, 30 % relative humidity)

Sound emission	 Level l approx. 33 db	
	 Level Il approx. 40 db	
	 Level IlI approx. 49 db

Water reservoir	 approx. 28 liters (7 gallons)

Capacity	 approx. 26 liters (6.8 gallons) – Lechuza AirClean granulate

Electrical connections	 230 V AC/50 Hz

Power consumption	 Level l 25 W	
	 Level Il 30 W	
	 Level IlI 40 W	
	 Standby approx. 3.5 W

Dimensions	 400 x 400 x 770 mm (15.75 x 15.75 x 30.32 in)

Weight	 approx. 11 kg (24 lbs) (without water and granulate)

Technical data

Warranty
The legal warranty provided by the manufacturer applies.

Spare parts /Customer service
For more information contact your AirClean dealer, visit us on the Internet at	
www.lechuza.com or contact us at the following address:	
geobra Brandstätter GmbH & Co. KG	
LECHUZA Division	
Brandstätterstr. 2–10, 90513 Zirndorf, Germany

Environmental protection / WEEE
Once this product has reached the end of its life cycle it may not be disposed of with 
regular household waste, but must be brought to a collection point for recycling of 
electrical and electronic devices. This is indicated by the symbol on the product, the 
instructions or the packaging. The materials can be recycled according to their labeling. 
You can make an important contribution to protecting our environment by reusing 
products, recycling their materials or engaging in other forms of recycling of old appliances. 
Please ask your local municipal administration authority where to find the nearest disposal 
facility in your area.

Appendix



AirClean

geobra Brandstätter GmbH & Co. KG
POST BOX 1260 . 90511 Zirndorf . GERMANY
Hotline: + 49 911 9666-1660
E-Mail: info@lechuza.com
Internet: www.lechuza.com

LECHUZA is a registered trademark. © 2008 geobra Brandstätter 
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